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PROSHOWER PANEL

PROSHOWER PANEL
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PROSHOWER BASE 
BASIC DRAIN

High density moulded polystyrene panel for shower trays. The panel, with a size of 120 x 120 cm, 
is waterproof and has a slope of 2%. The  centimeter grid allows precise cutting to the desired 
size and the insertion of any drain of the PROSHOWER BASE DRAIN and PROSHOWER DRAIN 
BASE ECO line.

Article Description Pc/Pack
PSHPAN… Proshower panel-moulded polystyrene hd -120cm x 120cm  

with profoil pre-glueded -ha:(20mm)...mm-hb:(40mm)… mm  
1

Polypropylene (PP) shower channel for the realization of floor wire showers. It is available in 
lengths of 60, 70, 80 and 90 cm. The shower chanel, with a total height of 90 mm and a width of 85 
mm, is completed with 6 different grids. PROSHOWER BASE BASIC DRAIN is equipped with 360° 
adjustable drain and removable head flanges for connecting two or more shower channels.

Article Description Pc/Pack
PSHWBB 60 PROSHOWER BASE BASIC-PP-Polypropylene base for TOP PROSHOWER 

L:60cm H:8 cm  with drain
1

PSHWBB 70 PROSHOWER BASE BASIC-PP-Polypropylene base for TOP PROSHOWER 
L:70cm H:8 cm  with drain

1

PSHWBB 80 PROSHOWER BASE BASIC-PP-Polypropylene base for TOP PROSHOWER 
L:80cm H:8 cm  with drain

1

PSHWBB 90 PROSHOWER BASE BASIC-PP-Polypropylene base for TOP PROSHOWER 
L:90cm H:8 cm  with drain

1


