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PLTAC 10 10 x 10
PLTAC 1045 10 x 4,5
PLTAC 15 15 x 10
PLTAC 20 20 x 10
PLTAC 25 25 x 10
PLTAC 2545 25 x 4,5

PLTACS 10 10 x 10
PLTACS 1045 10 x 4,5
PLTACS 15 15 x 10
PLTACS 20 20 x 10
PLTACS 25 25 x 10
PLTACS 2545 25 x 4,5

PLTACI 10 10 x 10
PLTACI 1045 10 x 4,5
PLTACI 15 15 x 10
PLTACI 20 20 x 10
PLTACI 25 25 x 10
PLTACI 2545 25 x 4,5

PLTACSI 10 10 x 10
PLTACSI 1045 10 x 4,5
PLTACSI 15 15 x 10
PLTACSI 20 20 x 10
PLTACSI 25 25 x 10
PLTACSI 2545 25 x 4,5

PLTACSB 10 10 x 10
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= Production on demand with minimum quantity of 100 pcs. Production delay 4/5 weeks. Price to be agreed
Prices are referred to whole packs, 10% increase for minimum orders of 10 Pcs, 20% increase for orders of less than 10 Pcs.

PROLISTEL ACC is a listel in polished, satin finish, sanded stainless steel AISI 304/1.4301-V2A with a flat and 
U-shaped (internal use) visible surface, suitable to decorate the wall coverings in ceramic, mosaic and natural 
stone. Its particular section and availability in different finishes, make PROLISTEL ACC a much sought after 
profile. It can be used with the range of PROJOLLY profiles to decorate the wall coverings and to allow an elegant 
workmanlike application.

PROLISTEL ACC

POLISHED, SATIN FINISH, SANDED 
STAINLESS STEEL AISI 304/1.4301-V2A 

POLISHED STAINLESS ST. AISI 304/1.4301-V2A with protective film
bar length 2,7 lm - pack. 40 Pcs - 108 lm - 8/10mm

Satin finish STAINLESS ST. AISI 304/1.4301-V2A with protective 
film bar length 2,7 lm - pack. 40 Pcs - 108 lm - 8/10mm

EXAMPLES AND INSTRUCTIONS FOR LAYING METHODS

PLTAC... 25
scale 1:1

PLTAC... 20
scale 1:1

PLTAC... 15
scale 1:1

PLTAC... 10
scale 1:1

PLTAC... 2545
scale 1:1

PLTAC... 1045
scale 1:1

1. Choose “PROLISTEL ACC” according to the width and desired 
finish. 2. Cut “PROLISTEL ACC” to the desired length and apply the 
adhesive on the support where the profile will be laid.  3. Press 
“PROLISTEL ACC” into the adhesive.  4. Lay the tiles, aligning them 
with the profile leaving a 2 mm joint. Remove immediately all 
remains of adhesive from the surface of the profile. 5. Fill the joints 
between the profile and the tiles with grout, in order to avoid water 
stagnation. Remove immediately all the remains of grout from the 
surface of the profile.

POLISHED STAINLESS STEEL AISI 304/1.4301-V2A - INTERNAL USE
with protective film - bar length 2,7 lm
pack. 40 Pcs 108 lm - 8/10mm

Satin finish STAINLESS STEEL AISI 304/1.4301-V2A - INTERNAL USE 
with protective film - bar length 2,7 lm pack. 40 Pcs 108 lm - 8/10mm- INTERNAL

  USE

SUITABLE FOR USE IN CONTACT WITH FOODSTUFFS.

SANDED STAINLESS ST. AISI 304/1.4301-V2A with protective film  
bar length 2,7 lm - pack. 40 Pcs 108 lm - 8/10mm

Article HxL mm €/lm €/Pc Article HxL mm €/lm €/Pc

Article HxL mm €/lm €/Pc Article HxL mm €/lm €/Pc

Article HxL mm €/lm €/Pc




